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Datasheet

FEATURES HIGHLIGHTS

TECHNICAL SPECIFICATIONS

SPECIFICATIONS NX-M2000-20GP-S4

16X1000Mbps RJ45

Console 1XRJ45

LED indicator PWR，SYS，Link/ACT LED

WAN Port 4X1000Mbps Combo

LAN Port

AC 100-240V 50/60HzBase-T

Switching capacity  56Gbps

Packet forwarding rate 41.616Mpps

Hybrid topology Support

Power in

Number Of Interfaces 24

Transmission Rate 10/100/1000mbps, 10/100mbps

Fast Charge Agreement PoE, QoS, LACP, SNMP

Full-Duplex, Half-Duplex Communication Mode 

General 6000V Difference: 2000V Surge Protection 
Of Power
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SPECIFICATIONS NX-M2000-20GP-S4

TECHNICAL SPECIFICATIONS

Ring topology

support

8K

VLAN 4k

support

support

Star topology

MAC address table   

<10usPoE Forwarding delay

SupportMDX/MIDX  

Protocol VLAN Support

SupportGVRP

4.1MBuffer 

SupportSurveillance VLAN

SupportVoice VLAN

Ether channel / 802 .3ad Support

SupportMAC VLAN

SupportInterface Speed

SupportFlow Control

SupportDuplex Mode

SupportLACP

DHCP Client Support

SupportJumbo frame

SupportPort Statistics

SupportSNTP Client

Bus topology

supportTree Topology

Unmanaged PoE Switch
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TECHNICAL SPECIFICATIONS

SPECIFICATIONS

Protected Port

Support

Support

STP Port Fast Support

Support

Support

EEE

LLDP 802.1 TLV

SupportSTP BPDU Filter

SupportSTP BPDU guard

SupportMSTP / RSTP / STP

Ethernet Ring Protection Switching

SupportLLDP

Support

Support

DHCP Server Support

Support

IGMP Snooping

IPV4 & IPV6 Management address

SupportARP

SupportLoopback Interface

SupportStatic Routes IPv4 & IPV6

MLD Snooping

SupportMVR

Support

Support QOS remark, Support port trust, Support port speed limit, Support export queue speed limit, Support 
SP, WRR scheduling algorithm, Support COS mapping, DSCP mapping, IP priority mapping

Support

DNS Server

QOS

DNS Client

SupportUser Management

Support MAC standard/extended ACL, Support IPV4 Standard/Extended ACL, Support IPV6 

Standard/Extended ACL
ACL

Unmanaged PoE Switch
NX-M2000-20GP-S4
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SPECIFICATIONS

Unmanaged PoE Switch

System Log

Support

Support

RMON Support

Support

Support

Upgrade Firmware

WEB Management

SupportCLI

SupportTelnet/SSH

SupportConsole

Support SNMP V1/V2/V3SNMP

Support

Support

DHCP Snooping Support

Support

MAC-Based authenticate

SupportDoS anti-attack

SupportDynamic ARP detection

SupportWEB-Based authenticate

AAA authenticate

Support802.1X authenticate

SupportIP Source Guard

Support

Console Log

Port Security

Support

Support

Support

RAM log

SupportFlash log

storm control

NX-M2000-20GP-S4
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SPECIFICATIONS
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Port Mirror

Support

Support

Relative humidity 5% - 95%

Support 1：1 or 1：M

Support

Ping

Optical module information

-10C to 50COperate Temperature 

-40C to 85C Storage Temperature

SupportUDLD protocol

Traceroute

Support SNMP V1/V2/V3Electrical port test

Fan

Rack Mount

ESD 8KV-15KV

CE, FCC, RoHS

100,000  hours

Thermal methods 

Installation Method 

General 6000V  Difference: 2000VSurge protection of Power

General 6000V  Difference: 2000VSurge protection of Ethernet port

3KgsWeight

MTBF

440*284*44mmProduct size 

0.5mFree fall

NX-M2000-20GP-S4

NX-M2000-20GP-S4
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