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Datasheet

FEATURES HIGHLIGHTS

TECHNICAL SPECIFICATIONS

SPECIFICATIONS NX-M9750-8TP-S1

1x 1000 Base-X 8x 10/100/1000 Base-T

LED indicator PWR, Link/ACT LED

Power interface Phoenix terminal, redundant dual power supply

Fixed port

PoE port 1~8

Total Power consumption ＜10W (Non-PoE), ＜250W (PoE)

ManagementPort SupportConsole

Input voltage DC12~58V (Non-PoE), DC48~58V (PoE)

Input Voltage: DC 48-58V

Shell: IP40 protection, fanless design

Test Report: CCC, RoHS, FCC, CE

Anti-static: 8KV-15KV

MTBF: 100000 Hour

This device is  is a managed industrial Layer 2 PoE switch. The switch has 8x Gigabit Ethernet 10/100/1000 Mb/s ports (including 8x PoE 

ports) and an SFP slot. The switches have a fanless heat dissipation circuit design, a wide range of operating environment temperatures and a 

high level of protection (shock resistance, dustproof, etc.). The switches provide excellent industrial quality with resistance to high and low 

temperatures, lightning protection and increased reliability and security of industrial networks.
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SPECIFICATIONS NX-M9750-8TP-S1

TECHNICAL SPECIFICATIONS

802.3af, 802.3at

MAC address table 16 K

VLAN 4K support

PoE Protocol

36 GSwitching capacity

26.78MppsPacket forwarding rate

Forwarding delay <10 us

12 M

1,2,3,6

Buffer

Pin Assignment

Support 10K BytesJumbo Frame

SupportMDX/MIDX

SupportFlow control

Support STP/RSTP/MSTPSpanning Tree

Link Aggregation Support 12 groups

ERPS SupportRing Protocol

Port Mirroring Support

Support IGMP SnoopingMulticast  

Interface Counters Support

SupportStorm Control 

Port Isolation Support

SupportMAC Authentication

NTP Client Support

RMON Support

802.1X Support

SupportQINQ

SupportPoE Management
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TECHNICAL SPECIFICATIONS

SPECIFICATIONS NX-M9750-8TP-S1

Support

ACL Support ACL 500, Support IP standard ACL, Support MAC expand ACL, Support IP expand ACL

QoS 
Support QoS re-marking, priority mapping, Support SP, WRR queue scheduling, Support engress rate-limited, 
egress rate-limit, Support Policy-based QoS

DHCP snooping

SupportDying gasp

SupportDDM

Console Support

Support

Support

CLI

Ping/tracert test

Support SNMPv1/v2c/v3SNMP 

Support IPv4/IPv6Management IP

SupportTelnet/SSH    

SupportWEB management

System Log Support

SupportUser Management

Upgrade Firmware Support

Support

Storage temperature -40°C~+85°C

-40°C~+75°C The device is tested for 4 hours at temperatures in 85°COperating temperature

Authentication CCC/CE/FCC/RoHS

100,000 hoursMTBF

IP Level IP40

Accessories

Thermal methods Fanless, natural cooling

5%~95% （non-condensing）Relative humidity 

SupportDHCP CLIENT
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TECHNICAL DIAGRAM
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SPECIFICATIONS NX-M9750-8TP-S1

TECHNICAL SPECIFICATIONS

Surge protection of Ethernet port

IEC 61000-4-3 Level 3（10V/m）

IEC 61000-4-8 Level 4（30A/m）

IEC 61000-4-5  Level 4（4KV/4KV）（10/700us）

Surge protection of Power IEC 61000-4-5  Level X（6KV/6KV）（8/20us）

IEC 61000-4-4 Level 3（1V/2V）

RS

PFMF

IEC 61000-4-2 Level 4（8K/15K）ESD

0.5mFree fall

IEC 61000-4-11 Level 3 （10V）DIP

EFI

IEC 61000-4-6 Level 3（10V/m）CS

Front view         Side view              Back view          Top view 

Bo�om view 
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